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LEAD-LINED DOORS

Tri l l ium Steel  Doors  can fabr icate lead- l ined doors and frames to meet 

your spec ia l  requirements.  The lead- l ined f i re label led assembly bears an 

1  1/2  hour  Warnock  Heresy  l abe l .  Lead- l i ned  Door  Assemb l i es  a re  

avai lab le for  s ingle openings in s izes up to 4 '  -0" x 7 '  -2" x 1 3/4" and 

pairs  of  doors up to 2 /  4 '  -0" x 7 '  -2" x 1 3/4".  Frames are avai lab le in 

e i ther 16 or 14 gauge in both standard and custom jamb depths.  Doors 

are avai lab le in 18 and 16 gauge, s lab,  with a var iety of  hardware opt ions 

Lead l in ing is  avai lab le in both 1/16" (as standard) and 1/8" th icknesses 

for  both label led and non- label led doors.  Lead-

l ined frames are avai lab le with hospi ta l  prof i les 

o r  san i t a ry  base .  Non- l abe l l ed  f rames  a re  

avai lab le in a var iety of  custom prof i les inc luding 

s ide l i te  un i ts .  We be l ieve  that  the  add i t ion  o f  

these new products a l lows for  greater var iety of  

des igns  w i th  l abe l l ed  doors  than  has  been  

previous ly avai lab le on a "quick del ivery" bas is .  

A rch i tec ts  and  des igners  can  now have  more  

la t i tude  w i th  the  des ign  o f  l abe l l ed  lead- l ined  

s tee l  doors  and f rames wi thout  the pena l ty  o f  

long del ivery lead t imes.
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